
Item/Specifications Manufacturer Model/Series

Fire Hydrants 
American Flow Control Waterous - Pacer WB-67

Clow Medallion
American AVK Series 2700 Modern

Mueller Super Centurion
East Jordan Iron Works Water Master

Gate Valves 4" - 42"
American Flow Control Series 2500

Clow Model 2638
East Jordan Iron Works Flow Master

American AVK Series 65
Mueller Series 2300

Insertion Valves
Insta-Valve 250 Hydra-Stop

InsertValve TEAM Industrial Services

Combination Air/Vacuum Valves

Val-Matic 202C.2 - 2"

Pressure Reducing Valves
CLA-VAL

Tapping Sleeves
4" and 6" minimum length 15" Smith-Blair Model 662-663
8" and larger minimum length 20" Cascade CST-SL

JCM 432/462

Transition Couplings

Smith-Blair Model 413
KRAUSZ HyMax Long Body Coupling

Repair Clamps
Smith-Blair 244, 245, 226, 227, 228

Combination air/vacuum valves shall have a Dezurk 
isolation valve.

A.R.I. Model D-040 and D-060-C HRNS
APCO Model 145C-2"

Model and specifications to be determined by the design 
engineer.

Approved Water Service Components List

Any device used to connect AC pipe to DI or PVC shall 
require prior approval of the City Engineer. 10" and 

smaller minimum length 15". 12" and larger minimum 
length 20".       

Full circle stainless steel clamps. Single, double and multi 
       

AWWA C515 Resilient wedge valves only. 2" square 
operating nut, Open left, Bronze stem, Stainless steel 
bolts and nuts. Buried valves shall be non-rising stem. 

Dry barrel, traffic model. 2 Hose nozzles/1 Pumper nozzle 
with 5 1/4" main valve as required by NFPA. Stainless 

steel upper and lower stems, open left

Note: All buried components will require Type 304 stainless steel (min) hardware (bolts, washers, nuts, 
etc.). Unless otherwise noted.



Ford Meter Box Co. Style F1, F2, F3

Restrained Fittings
Alpha Wide Range Restrained Coupling 4"- 12" Romac Industries Alpha Series 4" - 12"
Alpha Wide Range Restrained End Cap 4"- 12"

Alpha Wide Range Restrained Flanged Coupling

Water Meters
Badger Meter Co.

1" Sch. 40 PVC Cresline, Charlotte
2" Sch. 40 PVC Cresline, Charlotte
1" and 2" PVC fittings Spears
1 1/4" PEX-a Uponor AquaPEX® White
1 1/4" PEX-a Rehau MUNICIPEX®

Angle Stops
AYM 74602-33 (1" only)
KV63-444W-NL (1" only)
Corporation Stops
AYM 74704-33
F1101-4-NL Iron Pipe Thread only
Service Saddles
AYM 3826 for AC pipe
202B-xxx-Tap for AC pipe
AYM 3856 for C900 pipe
202BSD-xxx-Tap for C900 pipe
2" Valves
AYM 76101MW
BF13-777W-NL
AYM 76101 
B11-777-NL
AYM 74604B
BFA13-777W-NL

Water Meter Boxes
DFW Plastics Inc. DFWA2C-12-1MA

DFWA4C-12-1MA
Black Polymer Box w/Polymer AMR/AMI Solid Black Lid

Contact the Utility Systems Superintendent or Meter 
Services Supervisor for assistance before ordering. 
Meters 3" to 8" must be Badger Meter, Inc. brand. They 

must have a test port on the body and a dual flange plate 
strainer or an integral strainer. They must be outfitted with 

AMR/AMI meter reading capabiliity compatible with 
Badger BEACON. An HR-E LCD Encoder and an Orion 

AMR/AMI Endpoint. Additionally a Commercial Meter 
Mounting Bracket must be ordered for each Endpoint. 
P/N: 64394-023 Note: Endpoint type may change 

based on system requirements.

Contact the Water Systems Manager or Meter 
Services Supervisor for assistance before ordering.

AY McDonald and Ford 
Meter Box Co are the only 
authorized manufacturers 

Water Service Brass Components

Water Service Line Material

         
band. 304 Stainless steel bolts w/Fluoropolymer coated 

nuts
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