
STANDARD 

NUMBER
CHANGES MADE

NEW STANDARD 

NUMBER

2‐005

changed shoulder slope to 2.5%, changed ABC compaciton to 100%, 

deleted Note 2, changed wording of old Notes 3 and 4 and renumbered, 

added new Notes 4 and 5. 2‐005

2‐010

tree shown in median, sidewalk shown detached from curb, utility 

locations now shown in this standard, added Note 4 regarding medians 

and parkways, added Note 5 regarding bicycle facilities, made this 

standard two sheets‐one with and without bike lanes 2‐010 (2 sheets)

2‐020

tree shown in median, sidewalk shown detached from curb, utility 

locations now shown in this standard, added Note 4 regarding medians 

and parkways, added Note 5 regarding bicycle facilities, re‐worded Note 

5 2‐015

2‐030

trees shown in parkway with new note on parkway and median grading, 

sidewalk shown detached from curb, added lane dimensions, 6' bike lane 

shown, utility lcoations now shown, re‐numbered and added some notes 2‐020 (2 sheets)

2‐031

changed lane dimensions, changed wording of Notes 4 and 5, changed 

title to "Alternative Collector Street" 2‐025

2‐032 Deleted this standard N/A

2‐050

ABC compaction changed to 100% per MAG, utilities now shown in this 

standard, changed the wording of some notes 2‐030

2‐060

ABC compaction changed to 100% per MAG, changed the wording of 

some notes, added note about ashpalt above lip of gutter 2‐035

2‐085 Deleted this standard N/A

2‐094 Deleted this standard N/A

2‐096

changed dimension of arterial corner triangle to 75', changed the wording 

of the notes 3‐005

2‐100 no change 2‐040

added new standard ROW requirements at intersections 2‐050

added new standard Fire Department Access Road 2‐045

3‐010

changed ABC depth required from 2" to 3", re‐worded notes, added that 

ABC shall be per MAG specs 3‐015

3‐025 re‐worded notes, added that ABC shall be per MAG specs 3‐020

3‐026 re‐worded notes, added that ABC shall be per MAG specs 3‐025

3‐030

deleted reference to valley gutter standard, changed ABC compaction to 

100%, added spec about thickened edge, re‐worded and added notes for 

clarity 3‐030

3‐031 no change 1‐050

3‐060 deleted mound to prevent water entering driveway 3‐035

3‐080 changed radii for Fire Dept apparatus 3‐040

3‐100 changed  dimension and values that were incorrect 3‐045

3‐110

changed width of median and added notes saying that width depends on 

type of street classification and that medians shall meet the Landscaping 

regulations 3‐050



3‐112 no change 3‐055

3‐120

added  references to MAG, added note  that expansion joint material 

shall be placed with forms prior to concrete placement 3‐060

3‐130

added  references to MAG, added note saying that expansion joint 

material shall be placed with forms prior to concrete placement 3‐065

3‐140

added  references to MAG, added note saying that expansion joint 

material shall be placed with forms prior to concrete placement 3‐070

3‐150 In the typical curb termination, minimum distance was changed to 4'6" 3‐075

3‐160 added note 5, changed title 3‐080

3‐170

added references to MAG, added note saying that expansion joint 

material shall be placed with forms prior to concrete placement, changed 

cross gutter to valley gutter 3‐080

3‐180 changed ABC compaction to 100% 3‐090

3‐181 no change 3‐095

3‐190 same changes as 3‐120, deleted sheet 2 3‐100

3‐210

deleted table A, ABC compaction changed to 100%, referenced new 

standard number for driveway width 3‐105

3‐211 same changes as 3‐210 3‐110

3‐212 same changes as 3‐210 3‐115

3‐225 same changes as 3‐210 3‐120

3‐250

commercial and industrial minimum driveway width changed to 20', in 

note 2 changed City Engineer to Owners of Record 3‐125

3‐251 no change 1‐005

3‐252 Deleted this standard N/A

3‐260

modified the alternate sidewalk location plan view, referenced section 

725 of MAG for concrete construction 3‐130

3‐270 added more notes, other changes for clarity 3‐135

3‐271 changed title to ADA passing zone 3‐140

3‐280

in section A‐A, deleted 4.5" dimension, changed warning strip to warning 

mat, added two notes, clarified notes 3‐145

3‐290

in section A‐A, deleted 4.5" dimension,  changed warning strip to warning 

mat, added one note 3‐150

3‐291 changed warning strip to warning mat 3‐155

3‐292 deleted case CM curb ramp (detail and note) 3‐160

3‐300

changed edition of IBC from 2003 to 2018, changed walls over 6' to walls 

over 7' 1‐010

3‐310 changed note 13 six feet is now 7 feet 1‐015

3‐320

changed note 1 to class C concrete, clarified notes, added references to 

MAG sections 1‐035

3‐321 added tube properies and dimensions 1‐040

3‐330 no change 3‐165

3‐340

changed table location to make it clear that table applies to arterial or 

collector streets 3‐170

3‐350 no change 3‐175



3‐351 no change 3‐210

3‐352 deleted overhead signs 3‐180

3‐355 deleted Case 1 reference, there is only one case 3‐185

3‐357 corrected incorrect signs 3‐190

3‐360 no change 1‐045

3‐391 deleted Detail A 3‐195

3‐400

changed note 3, 2001 edition changed to 2011 edition, switched A and B 

in the drawings 3‐200

3‐500

ABC compaction changed to 100%, approach‐departure detail drawing 

changed to not show chamfer 3‐205

4‐010 deleted note 4, modified notes for clarity 4‐005

4‐020 changes to standard numbers being referenced 4‐010

4‐030 added two notes 4‐015

4‐040 replaced with new standard (suvey frame and cover) 4‐020

4‐050 replaced with new standard (suvey frame and cover) 4‐020

4‐060 standard deleted N/A

4‐070 standard deleted N/A

4‐080 ABC compaction changed to 100%, added section A‐A 4‐030

4‐090 replaced with new standard (survey frame and cover) 4‐020

4‐100 added example 3, added point definitions 4‐035

5‐010 deleted chain attachment 6‐005

5‐015

deleted note 1, deleted all references to brands, replaced with "from 

approved sewer components list" 6‐010

5‐020 deleted this standard N/A

5‐021 added note 2: no commercial lateral shall be less than 6" 6‐015

5‐022 changed ductile iron to C909, clarified wording of notes 5‐005

5‐029

changed note 3 to say that a polymer manhole shall be used if line is 15" 

or larger, deleted note 15 because doesn't apply to this detail, replaced 

brand names with "from approved components list", changed title 6‐020

5‐030 same changes as 5‐029 6‐025

added new standard: CCTV camera access 6‐030

5‐031 changed brands to "from approved components…" 6‐045

5‐032 same change as 5‐031 6‐050

5‐040 New City cover, changed dimensions to R‐1925 6‐035

5‐041 added that concrete shall be per MAG 6‐055

5‐042 added note 3 6‐060

5‐044

added concrete per MAG comment, changed model brands to "from 

approved components list" 6‐040

5‐050 standard is now three sheets for clarity 6‐065

5‐051 standard is now three sheets for clarity 11‐130

5‐052 standard deleted

5‐060 deleted, duplicate standard

5‐070 deleted, included in new standards 5‐010 and 5‐015

5‐075 deleted

5‐080

changed lean sand slurry to "controlled low strength material", top of 

pipe dimension changed from 6" to 12" 5‐010



5‐081 same changes as 5‐080 5‐015

5‐090 added a reference to concrete being per MAG 5‐025

5‐100 changed pounds per sq. inch to pounds per sq. feet 5‐020

5‐101 no change, just drafting changes 5‐070

5‐110 no change 5‐065

5‐112 no change 5‐110

5‐113 no change 5‐115

5‐114 change in Note 2,  5‐120

5‐115 change in Note 2,  5‐125

5‐116 buried iron fittings be wrapped, change in Note 2 5‐130

5‐117

change in Note 2, change in Note 10: Forward flush valves are required 

for fire line back flow preventers 5‐135

5‐118 added spec about buried iron fittings be wrapped, change in Note 2 5‐140

5‐120

deleted hydrant models and replaced with "per approved components 

list," tracer wire going up to breakaway flange, added notes 6 and 7.  

Note 7 says that minimum supply line shall be a 6" line 5‐155

5‐125 deleted marker sources and added Note 3 5‐160

5‐130 no change 5‐165

5‐131

added note 6 saying that hydrant spacing shall be per most recently 

adopted fire code, deleted the reference to hydrant spacing in the top of 

the standard 5‐170

5‐132 no change 5‐175

5‐133 regarding FDC connection location, changed Notes 1 and F 5‐180

5‐140

added notes 3 and 4, changed gate valve to ball valve, changed class 150 

pipe to 235 DR 18, tracer wire shown in drawing now,  5‐085

5‐142

changed burlap caulking to resilient connector and dry hydraulic cement 

grout, changed ram‐nek and other model brands to "from approved 

components list", ABC compacted to 100%, concrete per MAG 5‐095

5‐148 this standard deleted

5‐149

Changed note 6 to say that each meter must have own water service line, 

dual meters off a single line not allowed, deleted all references to model 

numbers 5‐035

5‐150 valves changed to ball valves 5‐040

5‐152 deleted, no concrete boxes 

5‐153 deleted, no concrete boxes 

5‐154 deleted, meters will now be placed above ground

5‐160 deleted, utility locations shown in other standards

5‐170 deleted, utility locations shown in other standards

5‐180 deleted, utility locations shown in other standards

5‐190 deleted, utility locations shown in other standards

5‐200 no change 5‐080

5‐210 deleted chain attachment, changed pipe to class 235 5‐075

5‐211 no change 5‐100

5‐212 changed pipe to 235, concrete per MAG 5‐105



5‐225 no change (just drafting changes) 11‐005

5‐230 no change (just drafting changes) 11‐010

5‐240 no change (just drafting changes) 11‐015

5‐250 no change (just drafting changes) 11‐020

5‐260 no change (just drafting changes) 11‐025

5‐270 no change (just drafting changes) 11‐030

5‐275 no change (just drafting changes) 11‐035

5‐280 no change (just drafting changes) 11‐040

5‐290 no change (just drafting changes) 11‐045

5‐310 deleted

5‐320 no change (just drafting changes) 11‐050

5‐350 drafting changes, moved bold letters and made them Note 7 11‐055

5‐360 no change (just drafting changes) 11‐060

5‐370 no change (just drafting changes) 11‐065

5‐390 deleted all references to sacked concrete 11‐070

5‐500 added 4c: No polyethylene tubing allowed 5‐150

5‐510 in note 7: concrete per MAG 5‐145

5‐520 added note 16, changed drafting, added dimension H 6‐100

New Standard: Three Stage Grease Interceptor 6‐105

New Standard: Oil/Water/Grit Separator 6‐110

New Standard: Control Sampling Vault 6‐115

New Standard: Recreational Vehicle Disposal Facility 6‐120

6‐005 added note 8, deleted mercury contactor, now obsolete 9‐005

6‐005 no change 9‐010

6‐010 no change 9‐015

6‐030

replaced with new standard (typical pull box installation for 

IT/Communication) 9‐020

6‐031 replaced with new standard (No. 9 Vault Installation) 9‐025

6‐040 no change 9‐030

6‐100 deleted, no illuminated signs

6‐101 same as 6‐100

6‐102 no change 9‐035

6‐103 no change 9‐040

6‐104 no change 9‐045

6‐105 same as 6‐100

6‐200 no change 9‐050

6‐201 no change 9‐055

6‐202 no change 9‐060

6‐203 no change 9‐065

6‐210 no change 9‐070

6‐300 detail now includes one drawing for ALL INTERSECTIONS 9‐075

6‐301 No change 9‐080

6‐310 no change 9‐085

6‐350 no change 9‐090

6‐351 no change 9‐095

6‐352 no change 9‐100

6‐400 sheet 5 deleted note 16 9‐105



6‐610 no change 9‐110

6‐700 deleted, no Wi‐Fi in City yet

6‐900 no change 9‐155

6‐910 no change 9‐120

new standard (Tape Color Codes for Traffic Signal Wiring) 9‐125

new standard (Intelligent Central Control Unit) 9‐130

new standard (IT/Communications Trench Detail) 9‐135

new standard (Ethernet Radio Detail) 9‐140

new standard (CCTV Cameral Detail) 9‐145

7‐020 deleted, no wood poles 

7‐030 deleted, no wood poles 

7‐040 changed HPS fixture to LED, changed note 4, added notes 14 and 15 7‐005

7‐050 changed HPS fixture to LED, changed note 5, added notes 14 and 15 7‐010

7‐060 deleted, won't use arquitectural style

7‐070 deleted, won't use arquitectural style

7‐080 deleted, won't use arquitectural style

7‐090 deleted, won’t use colonial style

7‐100 replaced with new standard (Street Light Design) 7‐015

added new standard (Street Light Spacing) 7‐020

7‐101 no change 7‐025

7‐110 deleted note 4, re‐numbered notes, added new note 8 7‐030

7‐120 deleted, no wood poles

7‐125 no change 7‐035

7‐130

deleted the shoebox and high pressure sodium fixtures, adjusted table to 

correspond to new standards added in this update 7‐040

7‐131

deleted, added a note on new standard specifyng type of luminaire to be 

used

7‐140 deleted high pressure sodium lamp, updated shorting cap specs 7‐045

7‐150 no change 7‐050

7‐160 no change 7‐055

7‐170 no change 7‐060

7‐180 deleted

7‐190 no change 7‐065

7‐200 no change 7‐070

7‐210 no change 7‐075

7‐220 no change 7‐080

7‐230 delete, no wood poles

7‐240 no change 7‐085

7‐250 no change 7‐090

7‐260 no change 7‐095

7‐270 deleted, no arquitectural poles used anymore

8‐010

added a note about pedestrian or parking activity in sheet 2, added a 36" 

minimum in "curbed with sidewalk to right of way line" 8‐005



8‐011 note A now Note 2 8‐010

8‐012 no change 8‐015

8‐020 no change (just drafting and formatting changes) 8‐020

8‐021 no change 8‐025

8‐040 updated table with MUTCD table and notes 8‐030

8‐041 no change 8‐035

8‐042 no change 8‐040

8‐100 note 1 in sheet 2 changed 8 days to 10 days 8‐045

8‐200 no change 8‐050

8‐205 to 8‐370 all these standards deleted

9‐010 no change 10‐005

9‐020 maximum median width changed to 16' 10‐010

9‐021 no change 10‐015

9‐022 deleted, will use ADOT guidelines

9‐100 added notes 7 and 8 10‐020

9‐110

deleted all references to raised markers and all references to 4" width 

sripes 10‐025

10‐010 no change 11‐075

10‐020 no change 11‐080

10‐030 added notes, added a banding detail 11‐085

10‐040 added spec for woven wire sheating 11‐090

10‐050 no change 11‐095

10‐060 updated the table, added note and drawing about stabilization 11‐100

10‐070 just drafting changes 11‐105

10‐080 clarified note 1 11‐110

10‐090 drafting changes only 11‐115

10‐110

this standard was made sheet 2 of 11‐115, deleted installaton procedures 

and inspection checklist

10‐120 added notes, drafting changes 11‐120

added new standard (Storm Drain Safety Grate) 11‐125

11‐010 no change 12‐010

added new standard (Utility Pothole Repair) 1‐025

added new standard (Trench Plating Detail) 1‐030

added new standard (Pipe Transition RGRCP to PVC) 6‐070

added new standard (Concrete Collar with Contraction Joints) 6‐075

added new standard (60" Polymer Manhole) 6‐080
added new standard (Pipe Joints at Polymer Manhole) 6‐090


